$2° FIBCONET

Persistent | Professional | Positive | Productivity | Passion

www.fibconet.com




FIBCONET

TESTING TOOLS

19-A Fusion Splicer 03-08
> 19-B OTDR 09-10
19-C Cutting Knife 11-14
19-D Wire Strippel [0-1/

02



m Fusion Splicer

® FB-19-01

® FB-19-03

-Motor number:6 motors (Accurate of fiber
alignment:0.05um)

-Splicing time:6s

-Heating mode:15s can be customized according to
the external environment

-Fiber type:Single-mode fiber (SMF/G.652), BIF/G.657);

Suitable for single mode, multi-mode, bare fiber, tail
fiber, drop cable, jumper, invisible optical fiber

-Non-touch

-Motor number:6 motors (Accurate of fiber
alignment:0.15um)

-Splicing time:6s

-Heating mode:15s can be customized according to
the external environment

-Fiber type:Single-mode fiber (SMF/G.652), BIF/G.657);

Suitable for single mode, multi-mode, bare fiber, tail
fiber, drop cable, jumper, invisible optical fiber

-Non-touch
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FB-19-02

FB-19-04

-Motor number:6 motors (Accurate of fiber
alignment :0.1um)

-Splicing time:6s

-Heating mode:15s can be customized according to
the external environment

-Fiber type:Single-mode fiber (SMF/G.652), BIF/G.657);
Suitable for single mode, multi-mode, bare fiber, tail
fiber, drop cable, jumper, invisible optical fiber

-Non-touch

-Motor number:6 motors (Accurate of fiber
alignment:0.2um)

-Splicing time:6s

-Heating mode:15s can be customized according to
the external environment

-Fiber type:Single-mode fiber (SMF/G.652), BIF/G.657);
Suitable for single mode, multi-mode, bare fiber, tail
fiber, drop cable, jumper, invisible optical fiber

-Non-touch
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m Fusion Splicer

® FB-19-05

® FB-19-07/

-Motor number:6 motors (Accurate of fiber
alignment:0.3um)

-Splicing time:8s

-Heating mode:18s can be customized according to
the external environment

-Fiber type:Single-mode fiber (SMF/G.652), multimode
fioer (MMF/G.651), dispersion-shifted fiber(DSF/
G.653)non-zero dispersion-shifted fiber (NZ-DSF/
G.655), and bend-insensitive fiber (BIF/G,657):
suitablefor splicing bare fiber, pigtail, drop fiber, patch
cord, and invisible fiber.

-Touch

-Motor number:6 motors (Accurate of fiber
alignment:0.5um)

-Splicing time:8s

-Heating mode:18s can be customized according to
the external environment

-Fiber type:Single-mode fiber (SMF/G.652), multimode
fiber (MMF/G.651), dispersion-shifted fiber(DSF/
G.653)non-zero dispersion-shifted fiber (NZ-DSF/
(G.655), and bend-insensitive fiber (BIF/G,657):
suitablefor splicing bare fiber, pigtail, drop fiber, patch
cord, and invisible fiber.

-Non-touch

® FB-19-06

® FB-19-08
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-Motor number:6 motors (Accurate of fiber
alignment :0.3um)

-Splicing time:8s

-Heating mode:18s can be customized according to
the external environment

-Fiber type:Single-mode fiber (SMF/G.652), multimode
fiber (MMF/G.651), dispersion-shifted fiber(DSF/
G.653)non-zero dispersion-shifted fiber (NZ-DSF/
G.655), and bend-insensitive fiber (BIF/G,657):
suitablefor splicing bare fiber, pigtail, drop fiber, patch
cord, and invisible fiber.

-Touch

-Motor number:6 motors (Accurate of fiber
alignment:0.7um)

-Splicing time:5s

-Heating mode:15s can be customized according to
the external environment

-Fiber type:Single-mode fiber (SMF/G.652), BIF/G.657);

Suitable for single mode, multi-mode, bare fiber, tail
fiber, dropcable, jumper, invisible fiber fusion;

-Touch
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m Fusion Splicer

® FB-19-09

® FB-19-11

-Motor number:6 motors (Accurate of fiber
alignment:0.3um)

-Splicing time:7/s

-Heating mode:18s can be customized according to
the external environment

-Fiber type:Conform ITU-TG.651/652/653/655/ 657
Specified common fiber, leather and jumper cables

-Touch

-Motor number:4 motors (Accurate of fiber
alignment:0.5um)

-Splicing time:8s

-Heating mode:28s can be customized according to
the external environment

-Fiber type:SM, MM, DS, NZDS

-Touch

$2° FIBCONET

FB-19-10

FB-19-12

-Motor number:4 motors (Accurate of fiber
alignment:0.2um)

-Splicing time:6s

-Heating mode:25s can be customized according to
the external environment

-Fiber type:SM. MM. NZDS. EDF. tail fiber. Leather

fiber series optical fiber

-Non-touch

-Motor number:6 motors (Accurate of fiber
alignment :0.3um)

-Splicing time:6s

-Heating mode:15s can be customized according to
the external environment

-Fiber type:SM(G.652). MM(G.651).
DS(G.653)NZDS(G.655). BIF/UBIF(G.657)

-Touch
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m Fusion Splicer

-Motor number:4 motors (Accurate of fiber -Motor number:6 motors (Accurate of fiber
alignment:0.2um) alignment :0.3um)
-Splicing time:9s -Splicing time:6s

-Heating mode:30s can be customized according to
the external environment

-Heating mode:18s can be customized according to
the external environment

-Fiber type:SM, MM, DS, NZDS -Fiber type:SM, MM, DS, NZDS

-Non-touch -Touch

® FB-19-13 ® FB-19-14

-Motor number:6 motors (Accurate of fiber -Motor number:4 motors (Accurate of fiber
alignment:0.3um) —— alignment:0.2um)
-Splicing time:6s -Splicing time:6s

-Heating mode:18s can be customized according to
the external environment

-Heating mode:20s can be customized according to
the external environment

-Fiber type:SM, MM, DS, NZDS -Fiber type:SM, MM, DS, NZDS

-Touch -Touch

® FB-19-15 ® FB-19-16
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m Fusion Splicer

-Motor number:4 motors (Accurate of fiber

. -Motor number:4 motors (Accurate of fiber
alignment:0.3um)

alignment :0.3um)
~Splicing Hme:zs -Splicing time:7s
-Heating mode:26s can be customized according to

. -Heating mode:26s can be customized according to
the external environment

the external environment

Fiber type:SM, MM, DS, NZDS |
P Fiber type:SM, MM, DS, NZDS

-Non-touch
-Touch

® FB-19-17 ® FB-19-18

-Motor number:4 motors (Accurate of fiber -Motor number:4 motors (Accurate of fiber
alignment:0.5um) alignment:0.5um)
-Splicing time:’/s -Splicing time:6s

-Heating mode:26s can be customized according to
the external environment

-Heating mode:18s can be customized according to
the external environment

-Fiber type:SM, MM, DS, NZDS -Fiber type:SM, MM, DS, NZDS

-Touch -Touch

® FB-19-19 ® FB-19-20
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m Fusion Splicer

-Motor number:4 motors (Accurate of fiber
alignment:0.2um)

-Splicing time:/s

the external environment

-Fiber type:SM, MM, DS, NZDS

-Non-touch

® FB-19-21

-Heating mode:26s can be customized according to

® FB-19-22
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-Motor number:4 motors (Accurate of fiber
alignment:0.3um)

-Splicing time:20s

-Heating mode:40s can be customized according to
the external environment

-Fiber type:SM, MM, DS, NZDS

-Non-touch
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® FB-19-23

® FB-19-25

-Wavelength: 1310/1550nm 1550mn online
-Dynamic Range: 24dB/22dB 24dB
-ATT Blind Zone:8m

-Test Range:10m-60km

-Handheld
® FB-19-24
-Wavelength: 1310/1550nm 1310/1550/1625nm 1310/1550/850/1300nm
.  32/30 37/35 40/38 37/36/37 42/40/42
-Dynamic Range: 42/40 45/43 45/43/43 42/40/40/40 37/36/28/26

-ATT Blind Zone:5m
-Test Range:0.5,1,2,4.8,16,32,60,120,240km

-Desktop Style

$2° FIBCONET

-Wavelength: 1310/1550nm or 1310/1550/1625nm+20nm

-Dynamic Range: 28dB/26dB
-ATT Blind Zone:8m
-Test Range:5m-80km

-Desktop Style
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® FB-19-26

® FB-19-28

-Wavelength:

-Dynamic Range:

1310/1550nm

22120 24/22 26/(24

-ATT Blind Zone: 5m

-Test Range:/0m-90km

-Desktop Style

-Wavelength:

-Dynamic Range:

1310/1550nm

28/26 32/30 35/33
37/35 40/38 42/40

-ATT Blind Zone:4/5m

1550nm

20/22

1625nm 1650nm

26 52

26 32

-Test Range:500m/1/2/5/10/20/40/80/120/200/240km

-Desktop Style

® FB-19-27

1310/1550/1625nm

32130/28 35133132
38/36/35 40/38/37 42/40/38
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1310/1550/1650nm

35/33/32 40/38/32
42/40/38

-Wavelength: 850/1300/1310/1490/1550/1625/1650nm
-Dynamic Range: -70~+10dBm -50~+26dBm
-ATT Blind Zone:8m

-Test Range:200/500m/2/5/10/20/40/60/90km

-Handheld
1310/1550/1490nm 850/1300nm 850/1300/1310/1550nm
35/33/32 38/36/35 22/26 22/26/32/30 22/26/35/33

22/26/40/38
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N, FIBER CLEAVER

® FB-19-29

Cutting Angle: =0.5°
Balde Life: 48000 times cut

® FB-19-33
Cutting Angle: =0.8°
Balde Life: 248000 times cut

Cutting Knife

® FB-19-30
Cutting Angle: 0.6°
Balde Life: 248000 times cut

® FB-19-34

Cutting Angle: =0.5°
Balde Life: 248000 times cut

® FB-19-31

Cutting Angle: 0.6°
Balde Life: 48000 times cut

® FB-19-35
Cutting Angle: 0.5°
Balde Life: 36000 times cut
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® FB-19-32

Cutting Angle: 0.5°
Balde Life: 48000 times cut

® FB-19-36
Cutting Angle: <0.5°
Balde Life: 48000 times cut
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EHe Cutting knite

® FB-19-37 ® FB-19-38
Cutting Angle: 0.5° Cutting Angle: 0.5°
Balde Life: 48000 times cut Balde Life: 48000 times cut

® FB-19-41 ® FB-19-42

Cutting Angle: 90°% 0.7° Balde Life: 50000 times cut
Balde Life: 2000 times cut

® FB-19-39

Cutting Angle: 90°% 0.5°
Balde Life: 50000 times cut

® FB-19-43

Balde Life;: 50000 times cut
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® FB-19-40

Cutting Angle: 90°% 0.5°
Balde Life: 50000 times cut

® FB-19-44

Cutting Angle: 6°~ 9°
Balde Life: 30000 times cut
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EHe Cutting knite

® FB-19-45 ® FB-19-46
Cutting Angle: =0.5° Cutting Angle: =0.7°
Balde Life: 48000 times cut Balde Life: 48000 times cut

® FB-19-49 ® FB-19-50
Cutting Angle: =0.7° Cutting Angle: single core =0.7°
Balde Life: 52000 times cut Balde Life: 48000 times cut

® FB-19-47
Cutting Angle: =0.7°
Balde Life: 48000 times cut

® FB-19-51

Cutting Angle: 0.8°
Balde Life: 60000 times cut
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® FB-19-48

Cutting Angle: =0.7°
Balde Life: 48000 times cut

® FB-18-52

Cutting Angle: 0.5°
Balde Life: 60000 times cut
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EHe Cutting knite

® FB-18-53

Cutting Angle: 0.8°
Balde Life: 60000 times cut
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m Wire Stripper

/
G
® FB-18-54 ® FB-18-55
Fibre-optic launch fbre box Fibre-optic ferrule cleaner
\“x\*}‘l
® FB-18-58 ® FB-18-59
Fibre-optic cleaning cassette Fibre-optic cleaning tape

® FB-18-56

Alcohol dispenser

® FB-18-60

Fibre-optic cleaning swabs
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® FB-18-57

Paper cleaning towels

® FB-18-61

Fibre-optic sscissors
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m Wire Stripper

® FB-18-62 ® FB-18-63
Fibre-optic stripping tool Fibre-optic stripping tool

® FB-18-66 ® FB-18-67
Fibre-optic Miller stripping pliers Fiber optic red light pen

® FB-18-64
Fibre-optic stripping pliers

® FB-18-68

Optical power red light integrated
machine
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® FB-18-65
Fibre-optic stripping pliers

® FB-18-69
Fiber Optic Cutter
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m Wire Stripper

® FB-18-70 ® FB-18-71
Tool kit bag Cleaver

® FB-18-74 ® FB-18-75
Fixed Length Rall Fiber Optical Stripper

® FB-18-72

Power Meter

® FB-18-/6
Alcohol bottle

$2° FIBCONET

® FB-18-/3

Red Laser Pen

® FB-18-77
Fiber Optic Stripper
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